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LED Power Supply Specification

Jan. 5, 2009
Product: LED Power Supply Model: ELP30-50LSD  Customer: Edition: REV1.1
No. Item Technical Guideline Remark
1 |Input Voltage 220--240VAC +10%
2 |input Current <02A With trail edge dimmer, Loading: 10pcs 3W
LED lamps.
3 |Input Frequency 50/60Hz
4 |Power Factor COS9=09 With trail edge dimmer, Loading: 10pcs 3W
LED lamps.
5 [Output Voltage Uo<50VDC(no load)
6 |Output Current 700mA  (MAX) With trail edge dimmer, Loading: 10pcs 3W
LED lamps.
7 Lepgth of the Output 0.3-2m
Wire
8 |Load Range 18W to 30W 6 to 10pcs 3W LED Lamps
9 |Load (max) 30W (max) 10pcs 3W LED Lamps
A Variation range of current : 70mA to With trail edge dimmer, Loading: 10pcs 3W
10 |Dimming Range 700mA LED lamps.
11 Power Consumption <w
(no-load)
12 |Efficiency N=80% With trail edge dimmer, Loading: 10pcs 3W
LED lamps.
13 |Protection Class IP20 Indoor use only
14 |Electrical Strength  |Input-output/enclosure 3750V/5mA/60S
15 Short lemt Auto-resume
Protection
EN55015,EN61547,
16 |EMC Standard EN61000-3-2, EN61000-3-3
EN61347-1,EN61347-2-13, EN60598-1,
17 |Safety Standard ENG0598-2.6
18 |Dimension 140mmx45mmx27mm
19 ([Color White
20 |Ta (0--50)C
21 [Tc 80°C
22 |RoHS Request Comply with RoHS requirement
23 |Photo
Notes:

1. A switch is not allowed to connect in secondary.

2. Ambient temperature of testing: 25 °C; Input voltage: 240VAC,

3. Testing report enclosed.




